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Brown Clayey Gravel with Sand (GC) (10YR 5/3)
Dense, dry to moist, 40% mudstone gravel, 30%
sand, 30% clay (Fill)

Dark Grayish Brown Clayey Sand with Gravel
(SC) (10YR 4/2) Dense, moist, 50% mudstone
sand , 30% clay, 20% gravel (FIll)

Very Dark Grayish Brown Sandy Lean Clay (CL)
(10YR 3/2) Firm, moist, 70% clay, 30% sand
(Fill)

Light Olive Brown to Dark Grayish Brown Sandy
Fat Clay with Sand (SC) (2.5Y 5/3 to 2.5Y 4/2)
Loose, wet, 60% mudstone sand, 40% clay (Fill)

2" DIA. SCHED.
40 PVC CASING:
+2.0 to 35 ft.

6.5" DIA.
BOREHOLE: 0 to
50.5 ft.

BENTONITE-
CEMENT SEAL: 0
to 29 ft.

BENTONITE-
PELLET SEAL: 29
to 32 ft.

Medium Aquarium
SANDPACK: 32 to
50.5 ft.
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Grayish Brown Weathered Mudstone (2.5Y 5/2)
Moderately consolidated, massive, intensely
fractured, low hardness, weak, deeply weathered,
iron oxide along fractures
@ 40 ft.: Video shows vertical fracture with water
running in

Dark Gray Unweathered Mudstone (5Y 4/1)
Moderately consolidated, massive, closely
fractured, low hardness, weak, little to no
weathering
@ 42, 44 and 44.6 ft.:  White layers
@ 43 ft.:  High angle fracture
@ 45 ft.:  White layer with offset bedding
@ 45.6 ft.: Video shows horizontal fracture and
white layer at 46.2 ft.
@ 47, 47.2 and 47.2 ft.:  Subhorizontal fractures

Bottom of boring at 50.5 ft.

2" DIA. SLOTTED
CASING (0.04"):
35 to 50 ft.

HOLE CLEANED
OUT to 50.5 ft.
BOTTOM WELL
CAP: 50.5 ft.
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